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1. Introduction
Plasma electrolytic oxidation (PEO) is also known as micro-arc oxidation and spark anodizing
is often regarded as a version of anodizing of valve metals (Mg, Al, Ti, and several others) and
their alloys. Indeed, the essence of both anodizing and PEO is the production of oxide layers
on a metal surface by the action of electricity in a convenient electrolyte. An oxide layer has a
complex composition and includes various oxides of a base metal, alloy additives and species
coming from the electrolyte. For both anodizing and PEO, an oxide layer forms due to
electrochemical oxidation of the metal constituents and inclusion of some components of the
electrolyte with possible further interactions in the vicinity of the electrode.
However, some features of PEO are clearly different than those of the anodizing. Normally,
low-voltage direct currents are used for anodizing and the formation of the oxide layer occurs
under a quiescent regime. The produced layer has relatively homogeneous structure with more
or less evenly distributed blind pores. The thickness of an oxide layer is limited by ~ 20-50 μm
for most cases, because the electrical conductivity of the oxide layer is low and the formation
of the layer effectively breaks the electric circuit in the cell. It can be said that the formed layer
“passivates” the metal surface in the course of anodizing and thus prevents its own further
growth (Fig. 1, stages I - II). It deserves to be notes that sparking is considered undesirable for
anodizing, because it is an indication of cracks and inhomogeneities in the formed layer.
For PEO, significantly higher voltages and (normally) alternating currents cause intense
sparking due to micro-arc discharges that break down the oxide layer (Fig.1, stages I – III).
Extreme temperatures and pressures [1] develop in the discharge channels and cause complex
phase-transformation processes that result in the production of a compact, thick hard layer,
which often has attractive abrasion and corrosion resistances. Although PEO layers have a
relatively high porosity [2], they can effectively protect the base metal against corrosion
because the pores formed by a discharge can subsequently “heal” by molten oxides due to
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high local temperatures in the vicinity of plasma discharge channels [3] and are therefore
impermeable to corrosion media. The improved corrosion stability of PEO-treated metals as
compared to bare metals has been reported for aluminum [4-8] and magnesium alloys (see,
for instance, [9, 10]).
Figure 1. Main stages of an oxide layer formation in the processes of anodizing (stages I - II) and PEO (stages I – III)
Both direct and alternating current can be used for PEO. However, AC regime is preferable,
because pores formed during a cathodic breakdown “heal” by molten oxides during the next
anodic pulse [3], the electrolyte in the metal vicinity is refreshed and the produced oxide layers
are more uniform. Industrial 50–60 Hz sine-wave AC voltages of 100–600V are most frequently
used for the PEO processing. Due to the partial rectifying effect of the valve metal oxide,
complex sew-like waves are observed in practice (Fig. 2).
Figure 2. Observed voltage profile of a typical PEO processing of an aluminium alloy in alkaline silicate electrolytes
containing 10 g/L of Na2O SiO2 (solid line) or of Na2O 3SiO2 (dotted line). Industrial 50 Hz sine-wave voltage of 200V
was supplied for both cases.
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The detailed mechanism of the PEO process has not yet been revealed; however, most
investigators (see, for example, [3, 11]) agree that during each AC period several principal steps
occur: (1) a barrier oxide layer forms on the boundary between the metal and the electrolyte
during the initial anodic semi-period; (2) the potential difference between the two sides of the
dielectric oxide layer increases as the anodic semi-period advances until (3) dielectric break‐
down takes place. The breakdowns through the oxide layer are accompanied by sparks, so that
the process actually occurs in a mode of micro-arc discharges. Fresh portions of the electrolyte
are injected into the bare metal surface during the breakdowns, and the process continues as
long as the voltage is sufficient for new breakdowns which perforate the growing oxide layer.
Relaxation of the metal and oxide and partial reduction of the oxidized species occur during
cathodic semi-periods. Gas micro-phase formation (nucleation) and annihilation (cavitation)
processes apparently contribute to formation of the oxide layer, but these processes have been
scarcely studied because of obvious experimental difficulties.
The production of oxide layers by PEO was most often studied for aluminum and its alloys
(for example, in [5-8], [12-17]), magnesium and its alloys ([9, 10] and others), titanium and its
alloys (for example, in [18-19]). Studies of PEO on other metals (zirconium [20], zirconium
alloys [21] and steel [22]) are scarce.
The various versions of PEO differ from each other with respect to the profile of the applied
voltage and the composition of electrolyte. The oxide layer produced always consists of two
sub-layers: an outer brittle sub-layer, which typically has a hardness of 500–1000 HV and a
porosity of more than 15%, and an inner functional sub-layer, whose typical hardness is 900–
2000 HV and whose typical porosity is 2–10%. The outer brittle sub-layer can be easily removed
by polishing, and the inner harder sub-layer can be finished to a smooth marble surface.
Oxide layers can be produced in several types of electrolytes, whose action can differ (see the
survey in [11]). Acidic and alkaline electrolytes dissolve moderately the base metal, phosphate
and polymer electrolytes passivate it, and fluoride electrolytes interact with it in more complex
and less understood ways.
The most frequently used electrolytes for the PEO processing of aluminum and aluminum
alloys are aluminate [23, 24], phosphate [24, 25] and, most often, alkaline silicate solutions (for
example, [7, 11]). Magnesium and its alloys are normally PEO processed in alkaline phosphate
[26-28] or alkaline silicate electrolytes [10, 29, 30] often containing fluorides [27-30]. Aluminate,
phosphate and silicate electrolytes are used for titanium and its alloys (cf. a comparative study
in [31]).
Since silicate electrolytes are frequently used for the PEO processing of the valve metals, many
aspects of their influence on the properties of produced oxide layers have been intensively
studied. For example, it was established that the addition of silicates to the electrolytes
stabilizes the oxide layer toward alkaline attacks [12], causes some increase in the thickness of
the oxide layers, but reduces their hardness and wear resistance as compared to alkaline
electrolytes without silicates [13].
Less information is available about the effect of various forms of “water glasses,” i.e., polymer
silicates of various composition, on the structure and properties of PEO layers. Little or nothing
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is known about the difference between oxide layers obtained in silicate electrolytes having
identical or close element composition, but containing silicates of different SiO2-to-Na2O ratios
(silicate indexes).
Another point of interest is the influence of the fluoride additives on the structure and
properties of the PEO oxide layers produced not on aluminum alloys only, but also on other
base metals.
Here we try to summarize these two effects (the role of the silicate index and the influence of
fluorides) in a comparative study of the PEO processing of a magnesium alloy and of an
aluminum alloy.
2. Experimental
Rectangular flat (3 x 15 x 30 mm) specimens of aluminum A5052 alloy (Al as the base and
approximately 2.5% of Mg) and magnesium AZ9110D alloy (Mg as the base and 8.3-9.7% Al,
0.15% Mn min., 0.35-1.0% Zn, 0.10% Si max., 0.005% Fe max., 0.030% Cu max., 0.002% Ni max.,
0.02% max. others) were cut, polished with #1200 grit SiC abrasive paper and rinsed in tap
water prior to be PEO processed. The oxidation was performed in AC mode by the industrial
50 Hz sine voltage at the end current density 6.6 ± 0.2 A / dm2 for 30-60 minutes on a home-
made 40 kVA PEO station with a water-cooled bath made of stainless steel, which served as
the counter electrode. Potassium hydroxide KOH (Finkelman Chemicals, technical grade), KF
(Merck, 99%), sodium silicate Na2O SiO2 5H2O (pentahydrate, Spectrum, practical grade), and
water glass Na2O 3SiO2 (Spectrum, practical grade) having the silicate indexes n = 1 and n=3,
respectively were used for the preparation of the electrolytes.
Conductivities and рН of the electrolytes were measured by a YK-2005WA pH/CD meter, the
thickness of oxide layers was first roughly measured by a coating thickness gauge CM-8825
and then more exactly by SEM. The surface morphology, structure and composition were
inspected on SEM JEOL JSM6510LV equipped with an NSS7 EDS analyzer (Correction Method
Proza – Phi-Pho-Z was used for the quantitative analysis). Cross-section samples prepared
according to standard metallographic protocols [32] were used for SEM, EDS, XRD and
microhardness measurements. Microhardness was measured on Buehler Micromet 2100,
HV25. X-ray Diffractometer (XRD) Panalytical X’Pert Pro with Cu Kα radiation (λ=0.154 nm)
was used with the full pattern identification made by X'Pert HighScore Plus software package,
version 2.2e (2.2.5) by PANalytical B.V. Materials identification and analysis made by the
PDF-2 Release 2009 (Powder Diffraction File). Phase analysis identification made by XRD,
40kV, 40mA. The XRD patterns were recorded in the GIXD geometry at a=1°and 5° in the range
of 20-80º (step size 0.05º and time per step 2s).
Autolab12 Potentiostat with a standard corrosion cell was used for corrosion tests. Potentials
were measured against Ag|AgCl reference electrode and then related to SHE.
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3. Results and discussion
3.1. PEO of aluminum A5052 alloy in different alkaline silicate electrolytes
Two sodium silicates were taken for the comparison. The first, Na2O SiO2 will be hereafter
referred to as the “n=1 silicate” and the second, Na2O 3SiO2 will be referred to as the “n=3
silicate,” in accordance to their silicate index, that their SiO2-to-Na2O ratios. PEO processing
was performed in the electrolytes containing 1 gr/L (17.9 mmol/L) KOH and various amounts
of the silicates as specified in Table 1. Conductivities of the electrolytes were at least 4-5
mS/m and all the electrolytes had pH = 11-13 (see Table 1).
Na2O∙nSiO2 5 g/L 10 g/L 15 g/L
















Table 1. Typical electrolyte parameters (pH / Conductivity, mS/m)
As seen from Table 1, both the basicity and the conductivity are strongly affected by the silicate
index, which is not surprising because the molar fraction of sodium oxide is 0.5 for Na2O
SiO2 and only 0.25 for Na2O 3SiO2. The values of pH of the electrolytes only weakly depend
on the concentration of a given silicate, while their conductivities are roughly proportional to
the concentration of Na2O SiO2 or Na2O 3SiO2. As one could expect, better conductivities of
the “n=1 electrolytes” must facilitate the PEO process.
Figure 3. Typical voltage (U) and current density (j) amplitudes in the PEO process of an aluminium alloy in n=1 and
n=3 electrolytes.
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Indeed, lower current densities are needed for the plasma process initiation when n = 1 (Fig.
3). As seen from Fig. 3, not only the initial current densities, but also the process voltages are
higher for “n = 3 electrolytes”. Visual changes both in voltage and in current density are
observed after 100 - 200 seconds. These changes can indicate that a steady state has been
achieved, when only significantly fewer discharges occur and the oxide layer has mainly been
formed.
Figure 4. A SEM image (Secondary electron detector) of the morphology of an oxide layer produced by PEO of an
aluminium alloy in an alkaline silicate electrolyte.
Oxide layers produced after 30-60 min of PEO have porous morphology with blind “crater-
like” pores, which are the results of plasma discharges through the oxide (Fig. 4). No difference
in morphology was observed for the two types of electrolytes.
The morphology and elemental composition of a pore obtained by the EDS are presented in
Fig. 5 and Table 2. As follows from the data of the elemental analysis, the interior of a pore
contains much less silicon and much more aluminum than the exterior close to the surface.
This is not surprising, because aluminum comes from inside (from the metal substrate), while
silicon is provided by the electrolyte and only with difficulties can penetrate to the depths of
the oxide layer.
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Figure 5. Morphology and elemental composition of a pore at two characteristic points: point 1 (pt1) on the surface
of the specimen; point 2 (pt2) inside the pore.
At.% Al Si O Na Mg K
Point 1 5.9 31.2 60.3 1.2 0.3 1.2
Point 2 29.6 15.2 51.8 1.2 0.8 0.9
Table 2. Element composition of the oxide coating on the surface (point 1) and inside a pore (point 2)
The oxide layers, formed after 30 minutes of PEO, are 20-60 μm thick and consist of two clearly
pronounced sublayers: a denser inner sublayer and a loose porous outer sublayer (Fig. 6).
Figure 6. The structure of oxide layers on cross-sections of specimens obtained by PEO in (left image) 0.05 mol/L n=1
and (right image) n=3 electrolytes: (1) non-oxidized base alloy, (2) inner denser oxidized sublayer, (3) outer loose sub‐
layer, (4) resin wrapping. Back-Scattered Electron SEM image, x1,000.
Plasma Electrolytic Oxidation of Valve Metals
http://dx.doi.org/10.5772/54827
91
Figure 7. XRD patterns for oxide layers on specimens obtained by PEO in 0.05 mol/L n=1 and n=3 electrolytes. Minor
phases are not shown.
While the outer sublayer contains fewer pores, the pores in it are much larger than in the inner
sublayer. The mean density of the outer sublayer is lower than of the inner sublayer. Both
sublayers are considerably thicker for the “n=3 electrolytes”, but they contain 2-5 times as much
silicon as for the “n=1 electrolytes”. XRD phase analysis (Fig. 7) shows that the oxide layer
contains 60-70% of γ-alumina, 20-30% of η-alumina and about 1% of quartz for the “n=1
electrolytes.” For “n=3 electrolytes” the oxide layer consists mainly of mullite 3Al2O3 2SiO2 and
varied (for different concentrations of the n=3 silicate in the electrolyte) amounts of amorphous












0.019 840 1100 770 1060
0.025 1130 1380 1280 1570
0.050 890 1050 710 980
0.075 920 1630 700 910
Mean hardness 945 1290 865 1130
Table 3. Microhardness of oxidized sublayers produced by PEO in electrolytes containing different concentrations of
“n=1” and “n=3” silicates measured on cross-sectioned specimens perpendicularly to the section planes.)
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Results of hardness measurements of oxide layers are presented in Table 3. Obviously,
alumina-quartz layer formed in the “n=1 electrolytes” is harder than mullite layer formed in
the “n=3 electrolytes.”
Corrosion tests were made after a specimen was masked by resin except for a square window
having the area of 1 cm2 on the oxidized surface. Thus prepared specimen was held for 1 hour
in 1% NaCl for the achievement of steady-state corrosion and then its voltammetric curve was
measured using Linear Sweep Voltammetry (25 mV/sec). Broader potential range (normally,
OCP ± 500 mV) was first studied for the determination of the corrosion potential. Narrower
potential range of ± 50-70 mV relatively to the previously roughly determined corrosion
potential was then measured and used for Tafel slope analysis. All potentials were measured
against the Ag|AgCl reference electrode and then recalculated to the standard hydrogen
electrode potentials.
The results of thus measured corrosion characteristics of “bare” Al5052 alloy and different PEO
oxidized specimens are given in Table 4. As follows from Table 4, corrosion current densities
measured on oxidized samples are at least 3-4 times lower than for the untreated alloy.
Corrosion potentials for all the oxidized samples are considerably more positive than for the
untreated alloy, which evidences the increase of anodic stability in the test solution. The most
noble corrosion potentials are observed for lower concentrations of both n=1 and n=3 silicates
and correlate with higher microhardness of oxide layers (Table 3) observed for these concen‐
trations. We could carefully assume that the content of γ-alumina in an oxide layer plays the




Ecorr, V vs. SHE
n=1 electrolyte,
icorr, A/cm2 x 106
n=3 electrolyte,
Ecorr, V vs. SHE
n=3 electrolyte,
icorr, A/cm2 x 106
“bare” Al5052 -1.126 15.99
0.013 -0.525 0.08
0.025 -0.497 3.60 -0.815 2.66




Table 4. Corrosion current densities and potentials of Al5052 alloy oxidized in different electrolytes.
The results summarized in Table 4 are better than those obtained for anodizing [14], similar
to those obtained for much more expensive protection methods and similar or batter than those
obtained by PEO in other silicate electrolytes [6, 15-17]. All the measurements evidence that
specimens treated in “n=3 electrolytes” have better corrosion protection than those treated in
“n=1 electrolytes.” The microscopic inspection of cross-sections evidences (Fig. 4) that even
though the outer sublayer produced in “n=3 electrolytes” contains large caverns and the inner
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sublayer looks more porosive than for the “n=1 electrolytes”, the larger thickness of the layer
produced in the “n=3 electrolytes” presents a more difficult barrier for the diffusion of
corrosive media and therefore forms better protection of the metal substrate. It deserves to be
reminded that the oxide layers produced in the “n=1 electrolytes” only contain oxide phases
(alumina and quartz), in contrast to the mullite layer produced in the “n=3 electrolytes.”
Obviously, the milder mullite better fills pores in the oxide layer than harder oxides do.
Somewhat similar results were obtained by another research group [7] for another Al alloy
(2219) and also demonstrated that higher silicate contents in silicate-alkaline electrolytes
increase the corrosion resistance of PEO coatings.
3.2. Fluoride influence on the properties of oxide layer produced by PEO
The surface of PEO layers produced on both the magnesium and the aluminum alloys is normal
for PEO coatings and consists of “volcanic” pores chaotically distributed on a fused surface
(Fig. 4).
Long PEO processing times (30-90 min) result in thick coatings for both alloys, but the initial
stages demonstrate a clear difference between the two metal alloys. For the PEO treatment in
the alkaline silicate electrolyte (0.08 mol /L KOH + 0.08 mol / L Na2SiO3) without the fluoride
addition, the 15 minute process produces approximately 20 μm thick non-continuous oxide
layer on the magnesium alloy and only about 5 μm thick non-continuous layer on the alumi‐
num alloy (Fig. 8).
Figure 8. SEM images (x3000) with EDS linear scans of cross-sectioned PEO layers on (a) the magnesium and (b) alumi‐
num alloys obtained after 15 minute oxidation. The black zone in the topmost parts is polymer tar fixing the specimen.
The base metals are in the bottom part of each image. The element composition at points 1, 2, 3 of each image is
specified in Table 5.
Both on the magnesium and on the aluminum alloys the coating is porous, but the porous are
blind. Element compositions at points 1, 2 and 3 along lines drawn from the pure base metal
to the outer border of the coatings (Fig. 8) are given in Table 5.
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Mg alloy Al alloy
Point 1 Mg 82 at%, Al 8 at%, O 9 at%, Si 1 at% Point 1 Al 94 at%, Mg 2 at%, O 4 at%
Point 2 Mg 67 at%, Al 13 at%, O 17 at%, Si 3 at% Point 2 Al 61 at%, Mg 3.5 at%, O 34 at%, Si 1.5 at%
Point 3 Mg 60 at%, Al 9 at%, O 27 at%, Si 4 at% Point 3 Al 70 at%, Mg 2.5 at%, O 15 at%, Si 9.5 at%, K 3
at%
Table 5. Element compositions at representative points 1, 2 and 3 as shown in Fig. 8.
As follows from Fig. 8 and Table 5, the oxidized layer on the magnesium alloy is not only
thicker, but also more uniform than that on the aluminum alloy, for which large voids
containing relatively high amounts of oxygen are formed between the base metal and the oxide
layer. It deserves to be noted that the percentage of oxygen is lower than what should be
expected according to the stoichiometry of magnesium and aluminum oxides (Mg : O = 1:1
and Al : O = 2 : 3). Therefore, the oxide layer never consists of the oxides only, but contains
some excess metal atoms.
Figure 9. BSE SEM images (x3000) with EDS linear scans of cross-sectioned PEO coating on the magnesium alloy ob‐
tained after 15 minute oxidation in the electrolyte containing 0.01 mol/ L KF.
As KF has been added to the electrolytes, the situation with the oxidation of magnesium alloy
becomes different. While the total thickness of the coating remains relatively the same (~ 20
μm after 15 minutes), its structure and composition are clearly distinguished from what was
observed without the fluoride. Already for the lowest studied KF concentration (0.01 mol / L)
the coating is continuous and consists of two very different sublayers (Fig. 9). The inner
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sublayer is only 2-3 μm thick and contains about 70 at% of Mg, 25 at% of O and 5 at% of Al.
The outer sublayer is 15-18 μm thick, porous and contains large voids filled by light elements
(darker sites in Fig. 9). The typical composition of the outer layer is 50-60 at% O, 35-40 at% Mg,
10 at% Si and 2-4 at% Al. As the content of KF in the electrolyte increases, the structure of the
layers does not change, but significant amounts of fluorine are detected in the coating.
Figure 10. Element composition profiles (EDS linear scan) across the PEO coating on the magnesium alloy obtained
after 15 minute oxidation in the electrolyte containing 0.2 mol/ L KF.
Figure 11. Small angle (1º) XRD pattern for the surface of the PEO coating on the magnesium alloy obtained after 15
minute oxidation in the electrolyte containing 0.02 mol/ L KF.
Interestingly, the maximal amount of fluoride was detected in the most inward part of the
outer sub-layer (Fig. 10). According to small angles (1º-5º) XRD measurements, the surface
consists of Periclase MgO (77%) and metal Mg (23%). Deeper layers of the coating demonstrate
the increase of Mg at the expense of MgO. No fluorine-containing phases could be identified
with confidence (Fig. 11).
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Figure 12. BSE SEM images (x3000) with EDS linear scans of cross-sectioned PEO coating on the aluminum alloy ob‐
tained after 15 minute oxidation in the electrolyte containing 0.2 mol/ L KF.
Figure 13. Small angle (5º) XRD pattern for the surface of the PEO coating on the aluminum alloy obtained after 15
minute oxidation in the electrolyte containing 0.05 mol/ L KF.
The addition of KF to the electrolytes for the PEO processing of the aluminum alloy has another
effect. While for lower concentrations of KF (<0.05 mol / L) only a very thin porous coating
layer is formed, higher KF contents result in the formation of 5-10 μm oxide layer. As the
thickness of the coating increases, two sublayers are revealed. As for the magnesium alloy, the
thin inner sublayer is denser and the thicker outer one is more porous (Fig. 12). As evidenced
by EDS, the outer sublayer contains 60 at% of O and 40 at% of Al. As much as 9% fluorine is
found in the inward part of the outer sublayer. XRD measurements show that the surface (1º
incident beam) consists of two crystal phases, whose composition is Al2MgO4 (56%) and MgO
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(44%). Deeper layers (5º incident beam) are formed by metal Al (78%) and MgO (22%). A
sample of an XRD pattern is given in Fig. 13.
The most obvious observation, which can be made from the comparison of the PEO of the
magnesium and of the aluminum alloys, is that magnesium is oxidized much more easily than
aluminum. While for all the studied magnesium systems 20 μm coating was produced after
15 minutes of the PEO, only 5-10 μm coating on the aluminum alloy could be obtained for the
same process time. An interesting issue is the ratio “Mg:Al” at different depth of the coatings
(Table 6).
CKF, mol / L Base metal Inner sublayer Outer sublayer
Mg alloy
0 10.3 6.7*
0.01 10.3 14 8.2
0.1 10.3 15 6.4
Al alloy
0 0.02 0.06 0.04
0.01 0.02 0.04 0.06
0.1 0.02 0.04 0.05
*No sublayers were observed for this PEO layer.
Table 6. “at% Mg : at% Al” ratio at different depths.
As follows from Table 6, magnesium content at the inner sublayer is always higher than in the
base metal, except for the oxidation of the magnesium alloy in the electrolyte containing no
fluoride, when no sublayers can be seen. The trend is less straightforward for the outer
sublayer, which can be explained by the fact that the latter is thicker, more porous and much
less uniform. XRD phase analysis confirms than the key role at the initial stage of the oxidation
is played by magnesium oxide and only on the surface aluminum starts to be oxidized to form
Al2MgO4. These can be explained by two facts: (1) that the amphoteric aluminum is readily
dissolved by the alkaline electrolyte while magnesium is not; (2) that according to Ellingham
diagrams [33] the oxidation of magnesium is thermodynamically more favorable than that for
aluminum in the entire range of temperatures below 1500K.
Many authors report that they could not identify a fluoride containing phase in PEO coatings
on aluminum or magnesium alloys obtained in alkaline fluoride-containing electrolytes (see,
for instance [34-37]). This is consistent with our XRD observation; however we could clearly
see the presence of fluoride on EDS cross-sectional profiles of the coatings (Fig. 4). This means
that considerable amounts of amorphous fluorides are found in the coatings very close to the
base metal. Summarizing, the action of fluoride additives can be assumed as follows: (1)
fluoride anions are first chemisorbed to the metal surface and create on it barrier layer; (2) as
the dielectric breakdown occurs, oxide layer is formed due to the exchange of fluorine by
oxygen atoms from the electrolyte; (3) fluoride remains in the vicinity of the metal and takes
part in the formation of an amorphous phase. This process is much more favorable for the
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magnesium alloy due to the easier breakdown of magnesium fluoride as compared to
aluminum fluoride.
4. Conclusions
Plasma Electrolytic Oxidation in alkaline silicate electrolytes containing 0.013-0.150 mol/L of
sodium silicates having silicate index n=1 or n=3, was performed on Al5052 aluminum alloy.
For all the electrolytes studied, 20-90 μm thick oxide layer was obtained and its composition,
structure and properties were studied. For each sample, the oxidized layer consists of a denser
inner and looser outer sublayer. While for “n=1 electrolytes” the oxidized layer is mainly
formed by several kinds of alumina, the principal constituent of the oxidized layer for “n=3
electrolytes” is mullite.
Measurements of microhardness evidenced that it is apparently not influenced by the kind of
silicate (n=1 or n=3) and by its concentration in the electrolyte.
Electrolytes with silicate index n=3 ensure better corrosion protection than those with n=1. This
might be caused by the milder and more plastic nature of the oxide layer produced in the “n=3
electrolutes” as compared to those produced in the “n=1 electrolytes.”
Corrosion protection parameters are significantly better for all PEO oxidized samples than for
the untreated Al5052 alloy.
The formation of PEO coating on magnesium and aluminum alloys in the presence of fluoride
starts with the fluorination of the metal surface and formation of a dielectric metal fluoride
layer. Electric breakdowns destruct this layer and form oxide layers containing also amor‐
phous fluorides.
The fluoride-supported PEO process proceeds more easily for the magnesium than for the
aluminum alloys. This difference might be caused by the easier breakdown of the dielectric
layer containing magnesium fluoride as compared to that containing aluminum fluoride. This
is consistent with the values of dielectric permeability of magnesium fluoride (4.87) [38] and
of aluminum fluoride (2.2) [39].
The external surface of the coating is enriched by magnesium as compared to the base metal.
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